












STEAMING SERIES 
Mantru.e / 

I 

24-tray Induction Rice Steamer 

Model ZZ2-C24A 

Dimension(mm) 1400x900x1750 

Rated Power(kw) 25 

Rated Voltage 380V 3-phase 5-line 

900/1100 Three-Container Sea Food Steamer 

12-tray Induction Rice Steamer 

· Induction heating, create steam in 3 minutes; 
· Low water level and dry-fire protection; 
· 4cm warming layer, reduce heat dissipation, increase heating efficiency; 

Model ZZ-C12A 

Dimension(mm) 820x900x1750 

Rated Power(kw) 15 

Rated Voltage 380V 3-phase 5-line 

24-tray Electric Rice Steamer Electric Dim-Sum Steamer 

Model ZZ2-D24A Model ZC-D 18A 

Dimension(mm) 1150x840x1650 Dimension(mm) 840x900x795 

Rated Power(kw) 24 Rated Power(kw) 18 

Rated Voltage 380V 3-phase 5-line Rated Voltage 380V 3-phase 5-line 

1300 Three-Container Sea Food Steamer 

Model ZZ3-C9030A/ ZZ3-C10030A Model ZZ3-C 13030A 

Dimension(mm) 900x900x1860 / 1100x900x1860 Dimension(mm) 1300x900x1750 

Rated Power(kw) 30 Rated Power(kw) 30 

Rated Voltage 380V 3-phase 5-line Rated Voltage 380V 3-phase 5-line 



ELECTRIC BBQ GRILL SERIES 
Mantru.e / 

800/1200 BBQ Grill 

· High-temperature (nearly 900 Degree) and smokeless BBQ design; 
· During operating, the heating pipe is with safe voltage and prevent to get electric shock; 
· Heating pipe is anti-broken; 

Model ZK-D12A 

Dimension(mm) 800x520x450/1200x520x450 

Rated Power(kw) 12/14 

Rated Voltage 380V 3-phase 5-line 

BBQ Grill 

Model ZK3-D9012A 

Dimension(mm) 900x800x ( 800+30) 

Rated Power(kw) 12 

Rated Voltage 380V 3-phase 5-line 
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INDUCTION/INFRARED RANGE SERIES 
Mantru.e / 

Dual Burner Induction Range 

Model 

Dimenslon(mm) 

Rated Power(kw) 

Rated Voltage 

ZT2-C9007A 

450x900x(810+120) 

3.5x2 

380V 3-phase 5-hne 

6 Burner Induction Range 

Model 

DlmensIon(mm) 

Ratod Power(kw) 

Rated Voltage 

4-Burner Infrared Range 

· Higher temperature, can reach 600 degree temperature. 
· While reach 600 degree still can operate ceaseless. 
· Can be suitable for different material cooker. 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

Dual Burner Infrared Range 

Model 

Dimensron(mm) 

Rated Powel"(kw) 

Rated Vollage 

ZT2-H9006A 

450x900x(810+120) 

3x2 

380V 3-phase 5-llne 

ZT4-H9012A 

800x900x( 81 0+ 120) 

3x4 

380V 3-phase 5-line 

-

4 Burner Induction Range 

Model 

Dimenslon(mm) 

Ra!ed Power(kw) 

Rated Vollage 

-

ZT4-C9014A 

800J<900x(810 •120) 

3.5x4 

380V 3-phase 5-hne 

6 Burner Infrared Range 

ZT6-C9021A 

1200x900x(810+120) 

3.Sx6 

380V 3-phase 5-hno 

Model 

0ImensIon(mm) 

Ratod Power(kw) 

R.ated Voltage 

ZT6-H9018A 

1200x900x(810+120) 

3x6 

380V 3-phase 5-lino 



900MM DEPTH SERIES 
Mantru.e / 
-~ 

-r 
Ii 

900mm Induction Wok 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

ZC-C4015A9 

800x900x(810+120) 

15 

380V 3-phase 5-line 

900mm Electric Dim-Sum Steamer 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

ZC-D18A9 

800x900x(810+120) 

18 

380V 3-phase 5-line 

900mm Electric Dual Tank Fryer 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

l l Mantru.e 

XZ2-D9024A 

800x900x(810+120) 

24 

380V 3-phase 5-line 

I 
~ 

900mm 600 Induction Cauldron 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

ZC-C6015A9 

800x900x(810+120) 

15 

380V 3-phase 5-line 

900mm Electric Noodles Cooker 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

XM-D9018A 

800x900x(810+120) 

18 

380V 3-phase 5-line 

900mm Electric Griddle 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

XP-D9012A 

800x900x(810+120) 

12 

380V 3-phase 5-line 

900mm Induction Dim-Sum Steamer 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

ZC-C18A9 

800x900x(810+120) 

18 

380V 3-phase 5-line 

900mm Electric Bain Marie 

Model 
...........................•.. 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

XW2-D9006A 

800x900x(810+120) 

6 

380V 3-phase 5-line 

900mm Dual Tank Noodles Cooker 

Model 

Dimension(mm) 

Rated Power(kw) 

Rated Voltage 

ZT2-C5030A9-W 

1800x900x(81 0+ 120) 

15+15 

380V 3-phase 5-line 



TABLETOP INDUCTION COOKER SERIES 
Mantru.e / 

3.3KW Tabletop Induction Wok 

Model ZC-C333A 

Dimension(mm) 380x420x180 

Rated Power(kw) 3.3 

Rated Voltage 220V 

8KW Tabletop Induction Hob 

Model ZT-C408A 

Dimension(mm) 500x600x300 

Rated Power(kw) 8 

Rated Voltage 380V 3-phase 5-line 

5KW Tabletop Induction Hob 

· Real-fire simulation technology. Heating uniformity and bigger heating 
area. 

· 5-level power control. 
· Whole stainless steel shell without connecting gap. 

Model ZT-C405A 

Dimension(mm) 380x420x130 

Rated Power(kw) 5 

Rated Voltage 220V 

3.3KW Tabletop Induction Hob 5KW Tabletop Induction Wok 

Model ZT-C333A Model ZC-C405A 
......................................................................... 

Dimension(mm) 350x440x113 Dimension(mm) 380x420x180 
····························-·· 

Rated Power(kw) 3.3 Rated Power(kw) I 5 
........................... ~ ............................................ . 

Rated Voltage 220V Rated Voltage 220V 

8KW Tabletop Induction Wok Dual Burner Induction Hob 

Model ZC-C408A Model ZT2-C307 A 

Dimension(mm) 500x600x310 Dimension(mm) 720x440x113 

Rated Power(kw) 8 Rated Power(kw) 3.3x2 

Rated Voltage 380V 3-phase 5-line Rated Voltage 220V 



DROP-IN INDUCTION COOKER SERIES 
Mantru.e / 

Dual Drop-in Induction Wok 

Model ZC2-C307 A-Q 

Dimension(mm) 850x400x175 
........................................................................................................................................................ 

Rated Power(kw) 3.3x2 
........................................................................................................................................................ 

Rated Voltage 220V 

Equipment Assembling Hole Size(mm) 

Control Box Size(mm) 

823x373 

128x64 

141x70 Control Box Assembling Hole Size(mm) 

3.3KW Drop-in Induction Hob 3.3KW Drop-in Induction Wok 

Model ZT-C333A-Q Model ZC-C333A-Q 
............................................................................................................... . ............................................................................................................. . 

Dimension(mm) 340x340x132 Dimension(mm) 380x380x175 
. . . . . ' . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Rated Power(kw) 3.3 Rated Power(kw) 3.3 

Rated Voltage 220V Rated Voltage 220V 
............................................................................................................... . ............................................................................................................. . 

Equipment Assembling Hole Size(mm) 330x330 Equipment Assembling Hole Size(mm) 370x370 
............................................................................................................... . ............................................................................................................. . 

Control Box Size(mm) 128x64 Control BoxSize(mm) 128x64 
............................................................................................................... 

Control Box Assembling Hole Size(mm) 141x70 Control Box Assembling Hole Size(mm) 141x70 

Drop-in Induction Dual Burner Combine (Control Panel Separated) Drop-in Induction Dual Burner Combine 

Model ZC2-C307 A-Q Model ZC2-C307A-Q 
............................................................................................................... . ............................................................................................................. . 

Dimension(mm) 850x400x175 Dimension(mm) 850x500x175 
............................................................. ................................................. . ............................................................................................................... 

Rated Power(kw) 3.3x2 Rated Power(kw) 3.3x2 
............................................................. ................................................. . ............................................................................................................... 

Rated Voltage 220V Rated Voltage 220V 
............................................................................................................... 

Equipment Assembling Hole Size(mm) 840x390 Equipment Assembling Hole Size(mm) 840x490 
............................................................. ................................................. . ............................................................................................................... 

Control BoxSize(mm) 128x64 Control BoxSize(mm) 128x64 
............................................................. ................................................. . ............................................................................................................... 

Control Box Assembling Hole Size(mm) 141x70 Control Box Assembling Hole Size(mm) 141x70 
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CUSTOMIZE SERIES 
Mantru.e / 

Bun Griddle 

Model 

Dimension(mm) 

Rated Power(kw) 

ZT-C4508A 

750x800x(800+ 75) 

8 

Rated Voltage 380V 3-phase 5-line 

Auto-Lift Pasta Cooker 

Model ZM-D9015A 

Dimension(mm) 600x900x(810+120) 

Rated Power(kw) 15 

Rated Voltage 380V 3-phase 5-line 

Temperature-Sense Range 

Model ZT6-CH19A 

Dimension(mm) 1200x800x810 

Rated Power(kw) 3x4+3.5x2 

Rated Voltage 380V 3-phase 5-line 

Mantru.e l 4 




